Turbomaster™
A family of adjustable gallonage master stream nozzles. Each nozzle comes equipped with four distinct,
calibrated, and selectable flow settings.

« Pattern detents for positive stream positioning

Style  Material CP:::r:‘l GP::ow at 100 PSI (7 b:;)M Ozt;:‘nal flow ttp :‘bar ale Testh || Langth ::,v:' |:)
1745 | Pyrolite® | Manual | 250-400-550-750 | 950-1512-2100-2900 | Lo 230 | 5001000 (625’;”;) Spinning (24]9’;m) s4kg)
1755 | Pyrolite | Manual |500-750-1000-1250 [1900-2900-3800-4800| - - A L] [ L
1757 | Pyrolite | Manual | 350-500-750-1000 | 1325-1900-2900-3800 | - - (625';’;) Spinning (22]90;1m) (5.;31(3)

Style 1745

Aguastream™
A fixed gallonage master stream nozzle designed for heavy-duty use on fixed monitors.

APPROVED

» With grease fitting Style 4450 Only

Pattern Flow at 100 PSI (7 bar) Weight
Control GPM LPM 1bs. (kg)

4450 | Brass Manual | 500 (300 & 700)* | 1900 (1140 & 2650)* |2'/2" (65mm)| Fixed | 7"(17.8cm) | 14'/:2 (6.6 kg)

Style Material Inlet Teeth Length

4452 | Pyrolite | Manual | 500 (3008&700)* | 1900 (1140 & 2650)* |2'/2" (65mm)| Fixed | 7"(17.8cm) | 4°/«(22kg)
* Field changeable spacers included with nozzle Style 4452

Rampage™
A fixed gallonage master stream nozzle with built-in stream shaper designed for flows up ARPeD
to 1250 gpm. Ideal for heavy-duty use on fixed monitors. Style 4460 has a twist shutoff. Style 4461 Only
: Pattern Flow at 100 PSI (7 bar) Weight
Style = Material . FN = o Inlet Teeth  Length bs. (kg)
4460 | Brass | Manual | 750(500,1000 & 1250 | 2800 (1900,3800&4800)" | an f;‘) None (2299;“ ) (,203_ ;/k‘g)
4461 | Brass | Manual | 750(500,1000&1250)" | 2800(1900,3800 & 4800)* | (&% | None | o | (Bte)

* Factory set at 750 gpm - field changeable to 500 or 1000 gpm, spacers included with nozzle. Must specify 1250 gpm.

Style 4460

Rampage™ Nozzle With Electric Pattern Actuation
Style 4462

« All brass and stainless steel construction

« Ideal for mining applications

*2 %" NH inlet

 Exposed surfaces protected by heavy-duty, weather resistant bellows

- Maximum Pressure: 200 psi/14 bar
- Maximum Motor Current Draw:
12 Volt Motor: 3 amps
* 24 Volt Motor: 1.5 amps

Flow at 100 PSI (7 bar)
GPM LPM

Inlet  Length g:_i( h;)

Style Material

Style 4462
All brass and with Electric
4462 | stainless steel

construction

500-1000 1900-3800 25'NH | 8" 196 .
750 (S00&1000)* | 750 (500&1000)* | (65 mm) | (206 mm) | (8.9 kg) Pattern Actuation

* Factory set at 750 gpm - field changeable to 500 or 1000 gpm

Excel 1000™

Single fixed flows with a spring loaded baffle to provide flow setting selection
with a simple turn of the baffle head.

P v
i

Pattern Flow at Factory Set Pressure PSI (bar)
Control GPM LPM

5147 | Pyrolite | Manual |300-500-800-1000* [ 1140-1900-3030-3800* | 2'/2" (65 mm) - 75/ (185 mm) | 3.8 (17 kg)
3747 |  Brass Manual  [300-500-800-1000**{1140-1900-3030-3800**| 2'/2" (65 mm) | Spinning | 8'/2" (216 mm) | 25 (113 kg)

*75 PSI (5 bar)
**100 PSI (7 bar)

Style Material

Inlet Teeth Length :’::'f:s')

Style 5147
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