Wyes & Water Thief

Gated Wyes
1480 1"/ Wye

1482 Hydrant Wye
» Self-locking Tork-Lok® handles for
positive handle positioning

1581 Leader Line Wye
» Self-locking Tork-Lok® handles
for positive handle pesitioning

1582 Hydrant Wye
» Self-locking Tork-Lok handles for
positive handle positioning
2580 1V Wye
» High strength polymer handles

2581 Leader Line Wye
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* Weight with 417 (11.4 em) inlet

* High strength polymer handles
2582  3-Way Hydrant Wye
» Self-locking Tork-Lok handles for
positive handle positioning Style 1480
Style 1452 Style 1581
2681  Leader Line Wye
Designed for heavy-duty use
in severe environments.
= High strength polymer handles
& balls standard
« Optional metal handles & balls Style 1582
Style 2530 Style 2581
Style 2582 Style 2681
Plain Wyes
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** Storz optional

Water Thief

For extending 1'/2" or 2 /2" lines without
interfering with the operation of other lines,
Includes Self-locking Terk-Lok handles for more positive handle positicning,
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~ Siamese N

Clappered Siamese

262 Clapper Valve Siamese
A brass Clapper Siamese with a leather
carrying handle and */+" drain plug

166 Clapper Valve Siamese
A brass Clapper Siamese in sizes up to &

1256 3-Way Clapper Valve Siamese - Pyrolite®
Three 2 '/:" female inlets x 4" to &" male or
femnale outlet. Includes Style 4 Dranit drain
valve and rubber carrying handle
* 200 psi operating pressure
* Optional Pressure Gauge

Style 266

1262 Clapper Valve Siamese
A Pyrolite Clapper Siamese includes a Style
4 Drainit drain valve and a rubber carrying handle

1267 Clapper Valve Siamese
A Pyrolite Clapper Siamese includes a Style 4
Drainit drain valve and a rubber carrying handle
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Gated Siamese

Siamese with quarter-turn valves provide a positive shutoff and easier
operation. All 2 '/ swivel inlets are supplied with strainers.

Style 1583
1483 Suction Siamese
* Tark-Lok handles for positive handle positioning
+ Used on pumper suction or aerial platform inlets

1583 Suction Siamese
Used on pumper suction or aerial platform inlets.

Features Tork-Lok® handles for positive handle positioning. Style 2583

* Drain valve optional Weight

Ibs. (kg Qutlet

Style Material Width

Langth

2583 1-Way Suction Siamese
Used on pumper suction or
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* Drain valve optional * Weight with 4 ' (114 mm] inlet

Plain Siamese
261 Plain Siamese

Style  Material Langth

261 Brass | &/ (16Smm) | 97 (228 mm) | 8 (3Tkg) | (2) 2% F (85 mm) 27" or ¥ M (85 or 75 mm)

Style 261
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